For Your Machine and the Environment
The optimal solution allowing operation during particulate filter regeneration. High
reduction levels with more than 99 percent of the hazardous particulates (PM), and
with more than 90 percent of carbon monoxides (CO) and hydrocarbons removed.
The system is manufactured in stainless steel and replaces the existing silencer.
CCT® active protects both people and the environment.

Working Principle
CCT® active is a completely automatic
particulate filter based upon catalytic
combustion by secondary fuel injection.
The injection is performed by the STT
patented CCT®-technology.
The collected particulates are heated to
a temperature resulting in a fast and
controlled regeneration, invisible and
without disturbance during normal
operation.

Reduction
The system includes a catalyst which
reduces both carbon monoxide (CO)
and hydrocarbons (HC) by more than
90 percent.
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CCT® active efficiently cleans the
exhaust from hazardous particulates,
even the smallest particulates will be
reduced by more than 99 percent.
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Key Components
Injection Manifold
Injects the correct amount of fuel during
automatic regeneration.

Fuel Supply
Consists of a fuel pump, fuel filter and a fuel
catch tank, that enables automatic regeneration
without any disturbance to the engine fuel
delivery system.

Electronic Control Unit
The system is controlled by the electronic
control unit, which also incorporates monitoring
and diagnostic functions.

Air Compressor
Compressed air is used for atomization of
injected fuel. If the machine does not have
compressed air available, a small robust air
compressor can be supplied as an option.

Particulate Filter
CCT® active includes the most efficient particulate filter available on the market,
consisting of a ”wall-flow” type substrate. In combination with a catalyst we achieve
reduction levels of particulates (PM) by more than 99 percent. Carbon monoxide
(CO) and hydrocarbon (HC) reduction levels will be more than 90 percent.

Modular Canning
The particulate filter normally replaces the existing silencer, and can be installed in
any direction, with inlet- and outlet combinations as below. The dimension of the
particulate filter is decided for each application depending on the engine power, in
order to meet the engine manufacturers exhaust back-pressure limits.

Inlet: Straight
Outlet: Straight

Inlet: Straight
Outlet: 90 degrees

Inlet: 90 degrees
Outlet: Straight

Inlet: 90 degrees
Outlet: 90 degrees

For additional information:
STT Emtec AB (publ)
Box 100
SE-851 02 Sundsvall, Sweden
Tel: +46 60 64 10 40
Fax: +46 60 64 10 45
E-mail: info@sttemtec.com

